
Illumi 20W
LED Par38

General Informations

Product name
Rated power
Luminous flux
Color temp.

CRI (Ra)
Beam angle
Lamp base
Replacement
Dimensions
Weight
Housing material
Housing color
Operating temp.
Operating humi.

NEX Illumi PA38-20
20W
≥1760 lumen
Warm white (2700K±300)
Natural white (4000K±400)
Cool white (6500K±500) 
≥80
24D,36D,38D Optional
E27
40W-50W Traditional lamp
Ø120 x 145 mm
445 g.
Aluminum Alloy
Black color
-40°C to 45°C
10% to 90%

Specifications

Features

Ref. NEX Illumi RA38-20 V190429-3

Electrical Informations

Input voltage
Frequency
Power factor
Total harmonic (THD)
Dimmable

Certificates & Test reports

Certificates
Test reports

AC170-250V
50/60Hz
≥0.90
≤10%
Optional

CE, RoHS, TISI
LM80/ TM21

Remark: The information contained in this document is subject to change without notice.
* 18Hrs/Day

High Color Rendering Index (CRI), uniform luminance, no light spot, no dark space. It was different from the lighting 
effects of general LED PAR light in the market, Substitute to the traditional lamp completely, and no maladjustment 

Lifespan
Warranty

50000 Hrs.
3 Years*

Office & Showroom
Tel. +662 204 7565
Fax. +662 938 3672
Email: info@nexledtech.com  

Sookkamol Ratchada Building 2Floor, 
410/17-23 Ratchadaphisek Rd., Samsennok, 
Huay Kwang, Bangkok 10310, THAILAND

www.nexledtech.com
www.nexinnotech.com
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