
Magneto 10W
LED Downlight

9 mm
Super thin

General Informations

Product name
Rated power
Luminous efficiency
Luminous flux
Color temp.

CRI (Ra)
Beam angle
Replacement
Dimensions
Weight
Housing material
Housing color
Operating temp.
Operating humi.
Lifespan
Warranty

NEX Magneto DL-10
10W
≥90 Lm/W
≥900 Lumen
Warm white (2,700K±300)
Natural white (4,000K±400)
Cool white (6,500K±400)
≥80
120 Degree
20W traditional lamp
Ø136 x D9 mm
290 g.
Aluminum + PC
White
-40°C to 45°C
10% to 90%
50,000 Hrs.
2 Years*

Specifications

Installations
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Electrical Informations

Input Voltage
Frequency
Input Current
Power Factor
Output voltage
Output current

Certificates & Test reports

Certificates
Test Reports

AC 200-240V
50/60Hz
85mA Max
≥0.90
25-38VDC Max 49VDC
240mA

CE, RoHS, TISI
LM80/ TM21

Remark: The information contained in this document is subject to change without notice.
* 18Hrs/Day
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Magnetic high power

ติดตั้งง่ายและปลอดภัย

แม่เหล็กพลังสูง
พร้อมหน้าสัมผัสไฟ VDC

หน้าสัมผัสจ่ายไฟ VDC


