
Illumi
18W

LED Plug Tube

≥1700Lm

2G11Base
Lamp

CRI≥85

PF≥0.95

Remark: The information contained in this document is subject to change without notice.*18Hrs/Day

Product Name
Rated Power
Luminous Flux
Color Temp.

CRI
Beam Angle

Input Voltage
Frequency
Power Factor

Illumi PT-18
18W
≥1700Lm
Warm white (2700K±300)
Natural white (4000K±500)
Cool white (6000K±500)
≥85
120°

AC 90-265V
50/60Hz
≥0.95

Specification
Dimension
Base Lamp
Replacement
Material
Cover Material
Weight
Operating Temp.
Operating Humi.

Certificate
Life Span
Warranty

W38xL417xH17mm
2G11 (4PIN)
36W fluorescent 2G11
High-purity aluminium alloy
Frosted
240g
-20°C to 50°C
10% to 90%

CE, RoHS
≥50000Hrs.
3 Years*
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Features
• High brightness with high quality chip set
• Long life span and Low light decay
• Adopt inner isolated power supplier with one 

body which is convenient for installation.

Ref. Illumi PI-18 V1.0-2015

450Lx

 

220Lx

 

100Lx

1.0m

 

1.5m

 

2.0m

Height E


