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LED Strip LightIllumi

Specification
Illumi ST-14HB
14.4W/Meter
DC24V
3000K±300 (Warm white)
6000K±500 (Cool white)
1200Lm
60Pcs/Meter
120°

Product Name
Power
Voltage
Color Temp.

Luminous Flux
LED Quantity
Beam Angle

>75Ra
IP67
10Meter/Unit
12x1000mm
CE, RoSH
≥35000Hrs
3 Years*

CRI
IP Protection Class
Max Distance
Dimension
Certifications
Life Span
Warranty

1200Lm

High brightness

14.4W/m

IP67

≤5M

Input: AC220-240V
Ouput: DC12V/ DC24V
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Driver

≤5M

Input: AC220-240V
Ouput: DC12V/ DC24V

Driver

L
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ApplicationFeature
• Building decoration.
• Car decoration.
• Amusement park and theater lighting.
• Emergency hallway lighting.
• Archway, canopy and bridge edge lighting.
• Shopping mall, restaurant, hotel, meeting room 

and advertisement lighting decoration.

• Available in full colors.
• Ultra-high brightness, lighting LED Uniform and 

soft.
• High efficiency, low heat, energy saving 90% com-

pare with glass neon.
• Flexible, easy to bend, easy to install by the 3M 

tape on the PCB back.
• Specification customization is available on request.

12mm

1000mm(60pcs LEDS)

33mm
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